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Battery Exchange

1

2

3

4

5

6

TEST

TEST

LED

LED

LED

Address �dent�ficat�on mode (Green/ Red)
Adress�dent�fikat�on (Grün/ Rot)

Funct�on Test
Funkt�onstest

Funct�on Test
Funkt�onstest

Battery Fa�lure
Batter�efehler

Emergency Mode
Notl�chtmodus

Emergency Mode
Notl�chtmodus

System OK
Alles OK

System OK
Alles OK

Green Led/ Grün Led

Green Led/ Grün Led

Red Led/ Rot led

Red Led/ Rot led

Led Module Fa�lure
Ledmodulfehler

Led Module Fa�lure
Ledmodulfehler

Ladefehler
Charg�ng fa�lure

Durat�on Test
Dauertest

Durat�on Test
Dauertest

Sperrmodus
Inh�b�t Mode

1S

1S 0.1S

1S

1S0.1S

0.1S

Monthly/ Monatl�ch
Annually/ Jährl�ch

: 1 m�n
: Rated durat�on/ Nenndauer

<1mm

<1mm

<1S

<1S

If the backup does not extend 
to the declared duration, 
the battery has to be replaced. 

THORN

E1/2/3/8
E1/2/3/8T

E3D
E3BC

59011290
3.6V-0.8Ah N�-Cd

59011291
3.6V-2.2Ah N�-MH

TEST

NAME

VOYAGER BLADE 2 115 MS E1/2/3/8 WH
VOYAGER BLADE 2 115 MS E1/2/3/8T WH
VOYAGER BLADE 2 115 MS E3D WH
VOYAGER BLADE 2 115 MS E3BC WH

VOYAGER BLADE 2 150 MS E1/2/3/8 WH
VOYAGER BLADE 2 150 MS E1/2/3/8T WH
VOYAGER BLADE 2 150 MS E3D WH
VOYAGER BLADE 2 150 MS E3BC WH

VOYAGER BLADE 2 115 MS ECD WH
VOYAGER BLADE 2 115 MS ECP WH
VOYAGER BLADE 2 115 MS ELP  WH
VOYAGER BLADE 2 115 MS ECC WH

VOYAGER BLADE 2 150 MS ECD WH
VOYAGER BLADE 2 150 MS ECP WH
VOYAGER BLADE 2 150 MS ELP  WH
VOYAGER BLADE 2 150 MS ECC WH

VOYAGER BLADE 2 115 

VOYAGER BLADE 2 150 

SPECIFICATIONS/ SPEZIFIKATIONEN

23m, 1/2/3/8H, Manual test/ Manueller test
23m, 1/2/3/8H, AutoTest
23m, 1/2/3H DALI
23m, 1/2/3H bas�cD�m W�reless (Casamb�)

30m, 1/2/3/8H, Manual test/ Manueller test
30m, 1/2/3/8H, AutoTest
30m, 1/2/3H DALI
30m, 1/2/3H bas�cD�m W�reless (Casamb�)

23m, CENTRAL, DALI
23m, CENTRAL, 230V PLC
23m, CENTRAL, 48V DC PLC
23m, CENTRAL, BASIC

30m, CENTRAL, DALI
30m, CENTRAL, 230V PLC
30m, CENTRAL, 48V DC PLC
30m, CENTRAL, BASIC

Manual/ Manueller Test
E1/2/3/8

Automat�c Test/ Automat�scher Test
E1/2/3/8T 

Automat�c Test/ Automat�scher Test
E3D
E3BC 

Funkt�onstest/ Funct�on Test
Durat�on Test/ Dauertest

Funct�on Test/ Funkt�onstest
Durat�on Test/ Dauertest

Manueller/ Manual start

Manual start/ Manueller start

: Every 14 days/ Alle 14 tage
: Annnually/ Jährl�ch

: Weekly/ Wöchentl�ch
: Annnually/ Jährl�ch

8 9
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1S

1S

Battery Fa�lure
Batter�efehler
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Webs�te
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Plann�ng

W�reless
Notes 

PH2

1 2

3b

h:2~3m

Ma�ns

Ma�ns

Neutral

Neutral

8-9 mm

0.75-2.5

N

L

5a 5b

5d5c

Factory set 
Werkse�nstellung

YYYY.MM

YYYY.MM

1 2

ON

3

M-Ma�nta�ned

3H-M

NM-Non-ma�nta�ned

1H

2H

3H

8H

E1/2/3/8
E1/2/3/8T

8-9 mm

0.75-2.5

8-9 mm

0.75-2.5

8-9 mm

0.75-2.5

N

DA

L

DA

Ma�ns

DALI

DALI

Neutral

(+)

(-)

+

L -

N

E3D
ECD

E3D Battery

E3BC Battery

YYYY.MM

ELP
E3BC
ECP
ECC

220-240VAC, 50/60Hz

220-240VAC, 50/60Hz

48 VOLT DC

220-240VAC, 50/60Hz

48 
VDC

7

152 152

3

12

Ø6 Ø6

3a 4a

h:2~3m

4b 147.5

20

147.5

3

Ø6 Ø6

6

Mode

X Z 0  1 A B C D E F G 60 120 180 480

60
120
180
480

: 1H
: 2H
: 3H
: 8H

X
Z

0
1

A
B
C
D
E
F
G

: Self-Conta�ned Vers�on
: Central Battery Vers�on

: Non-ma�nta�ned
: Ma�nta�ned

: Includ�ng test dev�ce
: Includ�ng rest mode
: Includ�ng �nh�b�t mode
: H�gh r�sk task area lum�na�re
: W�th non-replaceable lamp or battery
: Automat�c test fac�l�ty
: Safety s�gn

Supply
Durat�on

Mode of Operat�on

Fac�l�t�es

1

0

L

VOYAGER BLADE 2 115 : L = 23m
VOYAGER BLADE 2 150 : L = 30m

BC (Bluetooth  CASAMBI)

YYYY.MM


